[image: image1.wmf]2003-12-03


INSTÄLLNING AV RÄLSSPARKENS TRIPPMÄTARE

Vid batteribyte av rälssparkens trippmätare (cykeldator) ändras alla inställningar automatiskt till fabrikens inställningar. De stämmer naturligtvis inte. Gör så här:

1. Sätt i det nya batteriet och stäng luckan. Glöm ej O-ringen.

2. Displayen blinkar. ”SET NATION” Tryck på vänster knapp för att ställa in rätt språk. Tryck på höger knapp för att gå vidare. 

3. ”SET KM”. Försäkra dig om att ”KMH” är valt. Om inte, ändra ”MPH” till ”KMH”. Tryck på vänster knapp för att välja och höger för att gå vidare.

4. ”SET-WS”. Ställ in hjulomkretsen på ”2364” genom att på vänster knapp för att välja och höger för att gå vidare. (Egentligen är omkretsen 236,4 mm men för att få cykeldatorn att visa enstaka metrar i stället för tiotals metrar ”lurar” man datorn på detta vis. Hastighetsmätaren kommer att visa tio gånger för hög hastighet men den använder man ju inte i alla fall.)

5. När displayen visar ”SETODO” tryck med en penna in den lilla gummiknappen på baksidan märkt ”S”.

6. Ställa in klockan. Tryck på höger knapp tills displayen visar ”CLOCK”. tryck med en penna in den lilla gummiknappen på baksidan märkt ”S” och håll den inne några sekunder tills displayen börjar blinka. Tryck på vänster knapp för att välja och höger för att gå vidare. tryck med en penna in den lilla gummiknappen på baksidan märkt ”S”.

Överkurs: 
Etfter långvarig användning och kraftig förslitning av rälssparkens hjul ändra hjuldiametern och trippmätaren kommer att visa ett för högt värde. Vid noggranna mätningar bör därför en hjulomkrets lägre än 2364 ställas in, alternativt bör hjulen bytas.

A. Sparka 1000 sanna meter, läs av trippmätaren. Beräkna kvoten 1000 / trippmätaren.

B. Multiplicera 2364 med kvoten och knappa in det nya värdet.

Exempel:

Efter att ha sparkat 1000 sanna meter visar trippmätaren 1002 meter. Kvoten blir 1000 / 1002 = 0,9980. Den nya hjuldiametern ska vara 2364 x 0,9980 = 2359.

Setting of distance meter for Rail Scooter

When replacing the battery of the distance meter, will all pre-settings be changed to default factory settings. This is not correct setting for the rail Scooter. Do as follow:

1. Replace with a new battery and shut the lid. Don´t forget the rubber ring.

2. The display will flash. Push once, with a pen, the rubber button on the right hand side on the backside marked “SET” of the meter, the display will stop flashing.

3. Find “TRIP DIST” on the display with the lower blue button.

4. Push with a pen the small rubber button on the right hand side on the backside marked “SET” and hold it in for a few seconds until the display will start flashing.

5. Set the wheel circumference to “2364” by pushing both the blue and the white button. The white button select number, the blue select position. (Actual circumference is 236,4mm but this setting is for displaying meters instead of 10th of meters, the speed will however show 10 times the actual speed)

6. Make sure that “KMH” is selected. If not select from “MPH” to “KMH” instead.

7. Push the rubber button on the backside once, the display stops flashing.

8. The left rubber button marked 1 / 2 switch between two different wheel dimensions. Don not use this button!
Or set correct wheel dimensions on both settings.

Supplementary:

After long term use and great wear of the wheels the diameter will be changed and the distance meter will show a too large value. If accurate measure has to be done the meter should be set for a lower circumference or the wheel should be replaced.

A. Kick with the Scooter 1000 actual meters, read the distance meter. Count the quotient of 1000 / displayed meters.

B. Multiply 2364 with the quotient and insert the new value.

Example:

After moving the 1000 actual meters down the track, the display shows 1002 meters. The quotient of 1000/1002 is 0,9980. The new circumference should be 2364x0,9980 = 2359 mm.
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