2023 Power Products

Inverter Generators

Model Number EU / UK 030800 / 030801 030806/ -
Starting (W)" 2400 4500
Running (W)™ 1800 3700
Voltage / Frequency 230V / 50Hz 230V / 50Hz

Sound level*

Run time @ 25% load
Consumption @ 25% load
Automatic low-oil shut down
Safety

Circuit breaker

Portability

Weight (kg)

LxWxH (cm)

Warranty generator?

Sockets

Battery charging sockets
USB port

Parallel connector kit

58dB 61dB
8h 16h
0,5l/h 0,81/h
Yes Yes

CO Guard™ - Carbon Monoxide Shutdown

CO Guard™ - Carbon Monoxide Shutdown

Yes

Yes

Twin carry handle. Wheel kit optional (#6861)

Telescopic handle, side handles, integrated wheels

22,7 52,1
51x 31x 44 62x44x52
2 years limited consumer 2 years limited consumer

2x 230V / 16A (Type F, EU)
2x 230V / 13A (Type G, UK)

Sockets

2x 230V / 16A (Type F, EU)

1x12V /5 Amp DC

1x12V /5 Amp DC

1x 1,0A, 1x 2,1A (built-in)

1x 1,0A, 1x 2,1A (built-in)

Optional (#6362)

Engine

Enginetype 4-stroke OHV 4-stroke OHV
Engine capacity 79cc 224cc
Fuel tank capacity (I) 3,8 13
Fuel gauge - Yes, LED indicator
Starter  Recoil Electric / Recoll
* Starting Watts is the maximum current that can momentarily be supplied when starting a motor, multiplied by the generator’s rated voltage. ** Per EN ISO 8528-13:2016. 11

Visit www.BRIGGSandSTRATTON.com for warranty details. * Sound levels may vary based on proximity and location; measured at 1/4 load at 7 meters from control panel side.



