
Safely connecting the world!

ISO 9001 & 14001 Certified

MM-293-01

SafeShunt™ - Track Circuit Shunt

•	 Will not release by a foot trip, thanks to a smart design
•	 Cable is double crimped to the clamp secured over the rail head
•	 Fits most types of rail profiles
•	 Tongs are easily fitted and have an excellent contact grip
•	 Orange painted for good visibility
•	 Lightweight, only 1,4 kg
•	 Unmatched reliability - 70 years of flawless use of 

more than 175.000 supplied units

SAFE 7034BR50

Technical specification
Cable lug:		 Hot pressed brass
Contact screw: 	 Stainless steel
Cable:		  Multi wire 10mm² copper
		  PVC insulation
Length:		  1860 mm
Tong handles:	 Orange painted sheet steel

Test
Resistance:	 0,5 Ohm

Bag with velcro-strap
Part no. 7008

SafeShunt™ is used for shunting the track circuits to 
give a ”stop” condition on the track section to oncoming train. 

This protects work teams or avoid collisions between 
oncoming trains and obstacles on the track.

The SafeShunt™ simulates the presence of a train. 

SAFE 7034BR06

Technical specification
Cable lug:		 Hot pressed brass
Contact screw: 	 Stainless steel
Cable:		  Multi wire 10mm² copper
		  PVC insulation
Length:		  1860 mm
Tong handles:	 Orange painted sheet steel

Test
Resistance:	 0,06 Ohm
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