FIELD WELDING UNIT

PW 45-SX

FEATURES:

e Diesel engine with generator

e Electrode welding system

e  Plasma cutting system

e  Pneumatic and hydraulic systems

TECHNICAL SPECIFICATION

PRODUCT INFORMATION SHEET

MEASURE / WEIGHT GENERATOR EQUIPMENT

DRY WEIGHT approx. 1900 Kg MAX. POWER 46 KVA COATED ELECTRODE DRYER YES
LENGHT 2390 mm PROPANE BOTTLE HEATER OPTIONAL

WIDTH 1700 mm FREQUENCY (Hz) 50 BATTERY 12V /100 Ah YES

HEIGHT 2140 mm DOME LIGHTS 2 PCS YES

HOSE REELS WORK LIGHTS 4 PCS YES

DIESEL ENGINE AIR HOSE 13mm/15M | 1 LOCKABLE DOORS YES

CYL. NUMBER / VOLUME (ccm) 4/3319 cm3 PROPANE/ OXYGEN 10+10mm 15M | 1 EYE BOLT FOR LIFTING YES
COOLING SYSTEM Water ELECTRIC CABLE REELS CUTTING / HEATING TORCH (GAS / OX) OPTIONAL
FUEL CONSUMPTION ( litres / h ) 74L/h 240V /10A/17 m 1 SLAG HAMMER OPTIONAL
FUEL TANK ( litres ) 100 L \]}\?E\(IIDI:LI\?GAC/?;;FE 15M OPTI%)NAL WELDERS BLOWER SEAT WITH HEATING OPTIONAL
HYDRAULICS RAIL GRINDING MACHINE OPTIONAL
HYDRAULIC UNIT YES GAS EQUIPMENT RAIL CUTTING MACHINE OPTIONAL
HYDRAULIC LEGS 2 PCS YES OXYGEN PRESSURE ADJUSTMENT 1 IMPACT WRENCH OPTIONAL
CATERPILLAR DRIVE (2,4 KM/ H) OPTIONAL OXYGEN BACK FIRE ARRESTOR 1 WELDING TENT OPTIONAL
REMOTE CONTROL OPTIONAL PROPANE PRESSURE ADJUSTMENT 1 CU-SUPPORT / RAIL ARM WELDING OPTIONAL
HYDRAULIC OUTPUT OPTIONAL OXYGEN INPUT OPTIONAL CU-SUPPORT / RAIL ROOT WELDING OPTIONAL
HYDRAULIC RAIL WHEELS OPTIONAL PROPANE BACK FIRE ARRESTOR 1 TRACK GAUGE ADJUSTMENT BAR OPTIONAL
HYDRAULIC RAIL PULLING CLAMP OPTIONAL RAIL HEATER (PROPANE) OPTIONAL HEAVY DUTY SIGNAL HORN OPTIONAL
SHORT CIRCUIT DEVICE OPTIONAL

WELDING / CUTTING AIR COMPRESSOR
WELDING MACHINE 400 YES YIELT (Litres / min, 8 bar) 300 SAFETY DEVICES

WELDING CURRENT REMOTE CONTROL YES AIRTANK (Litres) 40 ENGINE FAILURE CONTROL UNIT YES
PLASMA CUTTING MACHINE YES MOTOR (KW / 240 V) 2,2 SAFETY DISTANCE CONTROL OPTIONAL

AUTOMATIC CONDENSATION REMOVAL YES WARNING REFLECTORS AND -PAINTING YES
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