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ADDRESS 
Sannikontie 2 

FI-46400 
Kaipiainen 

INTERNET 
www.pallasweld.com 

E-MAIL 
info@pallasoja.fi 

TELEPHONE 
+358407081885 

 

 
 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MESURE / WEIGHT 

DRY WEIGHT 750 kg 

MAX. TOTAL WEIGHT 1500 kg 

DEPTH 1180 mm 

WIDTH 2280 mm 

HEIGHT 2130 mm 

ELECTRICAL DATA 

GENERATOR (PETROL) 3 kW / 240 V 

ELECTRIC CABLE REEL 240 V / 10 A, 17 m 

GAS EQUIPMENT 

GAS CYL. COMPARTMENT, PROPANE 1 

GAS CYL. COMPARTMENT, OXYGEN 4 

HOSE REEL OXYGEN/PROPANE, 15 m 

PRESSURE ADJUSTMENT 1 + 1 (OXYGEN/PROPANE) 

BACK FIRE ARRESTOR 1 + 1 (OXYGEN/PROPANE) 

PROPANE CYL. WARMING JACKET OPTIONAL 

OTHER EQUIPMENT 

EYE BOLT FOR LIFTING 1 

THERMITE WELDING POT HOLDER 1 

HOT WORK DEVICE  
PULLOUT-HOLDER 

1 

THERMITE WELDING 
UNIT TH-12 

PRODUCT INFORMATION SHEET 

THIS WELDING UNIT MEETS ALL 
REQUIREMENTS IN THERMITE WELDING 
 
FEATURES: 

 Fully galvanized chassis 

 Track wheels (electrically insulated) 

 Shelves and racks for all tools and equipmend 
needed in thermite welding 

 Compartments for gas cylinders (locking) 

 Generator (petrol) 

 Gas hose and electric cable reels 

 LED-working lights (fixed and adjustable) 

 Locking tools compartment 

 Aluminium front door which rolls up (locking) 

 Yellow safety colour and reflectors 

TECHNICAL DATA 

Generator and pullout- holder for hot 
work device 

LED working lights and locking 
tool compartment 

Unit contains all equipment and is easy to 
move from track to another when working at 
large rail yards 

Thermite welding in progress LED working lights make the work safe and 
easy in poor lightning conditions 


